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FFC400, FFC500 & FFC700
IN-LINE

VENTILATORS

Incredibly reliable. Unbelievably quiet. Offering the
CFM choices you need at the lowest sound levels in
the industry.

FEATURES

BLOWER:

HOUSING:

TYPICAL SPECIFICATION
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PERFORMANCE RATINGS - IN-LINE VENTILATORS
FFC400, FFC500 & FFC700

AMCA LICENSED PERFORMANCE RATINGS
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MODEL
NO.

NOMINAL
VOLTAGE

CFM/SONES - AT STATIC PRESSURES (Ps - inches of H
2
O)

NOMINAL
RPM

AMPS @
60 Hz

WATTS0.0” .10” .125” .250” .375” .50” .625” .750” .875” 1.0”

Ps Ps Ps Ps Ps Ps Ps Ps Ps Ps

CFM St. Thr. 360 313 167 90 6

SONES St. Thr. 1.6 1.6 1.9 3.6 3.9

CFM Rt. Ang. 336 193 111

SONES Rt.
Ang.

1.6 1.7 1.7 3.1 3.9

CFM St. Thr. 306
890

SONES St. Thr. 3.7 3.9 3.8 3.9

CFM Rt. Ang. 389

990SONES Rt.
Ang.

3.8 3.7 3.6 3.9

CFM St. Thr. 686 681 631
1090 313

SONES St. Thr. 3.6 3.8 3.7 3.9

CFM Rt. Ang. 680 667 663

313SONES Rt.
Ang.


